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April 7,2006 

Docket Section 
National Highway Traffic Safety Administration 
400 Seventh Street, SW 
Washington, D.C. 20590 

I -- 
I -Via Certified Mail 

Re: Notification of Tire Sizes 

1. 
2. 
3. 
4. 
5. 
6. 
7. - 
8. 
9. 

2 1513ozR20 
305135ZR18 
2551352R22 
2451452R20 
2951302R20 
2351302R22 
305125zR22 
2751302R24 
LT2 8517OR 1 7 

(82W) Toyo 
-- Toyo 
(99W) Toyo 
(103W) Toyo 
(101W) Toyo 
(90W) Toyo 
(99W) Toyo 
(101W) Toyo 
(126s) Toyo 

Proxes 4 
Proxes RA 1 
Proxes 4 
Proxes 4 
Proxes 4 
Proxes 4 
Proxes 4 
Proxes 4 
Open Country A/T 

Dear Sir or Madam: 

We hereby submit tire specifications, load tables and rim matching information for the 
subject tires in accordance with CFR 49, sections 571.109 S4.4(a) and 571.1 19 S5.l(a). 

For rim technical standards we refer to The Tire and Rim Association. 

Sincerely, 

c f z h q  
Harold van der eijden 
Director 0 
Technical Service Department 

Toyo Tire [U.S.A.] Corporation 
Executive Office 

6261 Katella Avenue Suite 2B Cypress, CA 90630 
P.O. Box 6052, Cypress, CA 90630-0052 
714-236-2080 Fax 71 4-229-61 99 
www toyo corn 



P-2 

BRAND TOY0 

TIRE NAME PROXES 4 

TIRE SIZE 2 3 5 / 3 0 Z R 2 2  9OW 

TYPE RADIAL TUBELESS 

MAX.LOAD/MAX.PRESSURE 600KG /340KPA 

DOT TIRE SIZE CODE K2 

TIRE DIMENSION 

OVER ALL DIAMETER (rnmh.) 
.............................................................................. 
.............................................................................. 
OVER ALL WIDTH (mm/in.) 

ISIZE FACTOR 947 / 37.28 

 MEASURING RIM SIZE 22x8. 5-J 

RECOMMENDED RIM WIDTH 8.5 

LOADANFLATION TABLE ANNEX.l 

R571.109 TEST REPORT NO. RI 0512 

Altima, Camty 
Inch-ur, 
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TEST REPORT 

Date : 2005.11.15 

Federal Motor Vehicle Safety Standard No. 109 

Tire Size : 235/302R22 9OW 

Test Report NO. R I 0 5  1 2  

Manufacturer 

Brand T O Y O  

TOYO TIRE & RUBBER CO., LTD. 

Tire Name P R O X E S  4 

Type RADIAL TUBELESS 

Ply Rating / Ply (Sidewall) / Ply (Tread) : - / 2 / 5  

Ply Cord : Sidewall : 2PLIES (POLYESTER) 

: Tread Area : 5PLIES (2POLYESTER+2STEEL+lNYLON) 

Remarks 

Test Performed by 

Data Reviewed by 

R E I N F O R C E D  

s. & &. 

TOYO TIRE & RUBBER CO., LTD. 

General Manager 
Tire Quality Assurance Dept. 

- 1 -  



I . Physical Dimension, Tire Strength 
‘ I  

and Bead Unseating Resistance Test 

1. Physical Dimension 

Conditioning Stand Time at Room Temp 24 Hours. 

Inflation Pressure 220 kPa 

Rim Size 22 X 8.5-5 

Average Section Width 9.49 in. 

Average Overall Width 9.53- in. 

Required Maximum Section Width Plus 7% 10.19 in. 
or 0.4 inch, whichever is Larger. 

2. Tire Strength Test 

Conditioning Stand Time at Room Temp 3 Hours. 

Inflation Pressure 220 kPa 

Rim Size 22 X 8.5-5 

Plunger Diameter 3/4 in. 

Average Breaking Energy 6603 in-lbs. 

Required Minimum Breaking Energy 5200 in-lbs. 

3 .  Tubeless Tire Bead Unseating Resistance Test 

Inflation Pressure 220 kPa 

Rim Size 22 X 8.5-5 

Minimum Applied Force 3305 lbs. 

Required Minimum Force 2500 lbs. 

- 2 -  
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11. Tire Endurance Test 
I ,  

Rim Size : 22 X 8.5-5 

Wheel Room Temp : 100L5" F 

Wheel Size 67.23 in. 

Conditioning Stand Time at 100" F : 3 Hours. 

Loading 

Step 1 -2- Step 3 

Required Load lbs. 1124 1190 1323 

Applied Load lbs. 1124 1190 1323 

- - Inflation Pressure kPa 220 

Test Speed m.p.h. 50 50 50 

Duration Hour. 4 6 24 

Accumulated Mileage : 200 300 1200 

Total Accumulated Mileage : 1700 

Requirements : (a) There shall be no Visual Evidence of Tread, 
Sidewall, Ply, Cord, Innerliner, or Bead 
Separation, Chunking, Broken Cords, Cracking, 
or Open Splices. 
The Tire Pressure at the End of the Test shall 
be' not less than the Initial Pressures. 

(b) 

Tire Inflation Pressure End of Period : 250 kPa 

Post Test Inspection Tire : No Failure 

. .  

- 3 -  



111. High Speed Performance Test 

Rim Size : 22 X 8.5-5 

Wheel Room Temp : l O O t 5 "  F 

Wheel Size : 67.23 in.  

Conditioning Stand Time at 100" F : 3 Hours. 

High Speed 

Breaking Cooling 1st 2nd 3rd 
Period Cycle Cycle Cycle 

1164 1164 1164 Required Load lbs. 1164 - 

Applied Load lbs. 1164 1164 1164 1164 - 

- - - - Inflation Pressure kPa 260 

Test Speed m.p.h. 50 75 80 85 - 

Duration Hour : 2 1 /2 1 /z 1 / Z  - 

Accumulated Mileage : 100 37.5 40 42.5 - 

Total Accumulated Mileage : 220 

Requirements : (a) There shall be no Visual Evidence of Tread, 
Sidewall, Ply, Cord, Innerliner, or Bead 
Separation, Chunking, Broken Cords, Cracking, 
or Open Splices. 
The Tire Pressure at the End of the Test shall 
be not less than the Initial Pressures. 

(b) 

Tire Inflation Pressure End of Period : 290 kPa 

Post Test Inspection Tire : No Failure 

- 4 -  


